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Arming and Disarming Alarm Instruction Guide
I. Preparation

1. Search controller (Controller Management > Controller)
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2. Verify Timing. (Controller Management > Verify Timing)
3. Click manual (Controller Management > Point Parameters)
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① Enter Point Parameters Setting Window

② Unfold controller at the left side, choose controller for burglar alarm
③ Set assist input point and assist relay output point of the controller to be valid
II. Click “Theft Alarm” button and enter the windows as following:
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You can set and disarming alarm here.
1> Click “Alarm Parameters” button and enter following window:
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2> Choose the controller which need to set and disarm alarm at the left side
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3>Set the parameters of “Alarm Parameters Setting” as bellow:
Arming Alarm Delay Time: 5 seconds (adjustable)

Alarm Duration: 10 seconds (adjustable)

Arming & Disarming Alarm Control Point: Extensive Input Point 1
Arming & Disarming Alarm Indication Point: Extensive Input Point 1
Alarm Output Point: Extensive Input Point 2
Alarm Mode: Open Default
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4> Click “Status Permissions” (upper right), set datas in the dialog as following:
Alarm Module: Valid 

Arming & Disarming Alarm Input Point: Valid

Arming & Disarming Alarm Output Point: Invalid
Red & Green Lights Flashes Alternately when Arming Alarm: Valid
Invalid Card Alarm: Valid

Set other parameters as “Valid”
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Click “Save” button to take the above parameters into effect.
III. Five methods of arming & disarming alarm (choose one of them according to your needs).
1. Fast arming & disarming alarm:
1> Click “Alarm Parameter” button and enter the windows as following:
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2> Choose the controller which needs arming & disarming alarm on the left side, set “Fast Arming Alarm” under “Permitted Arming Alarm Methods” to be “Valid”. (Default “Invalid”)

Click “Setup” at the bottom to take the above setting into effect.
3> After taking “Fast Arming Alarm” setting into effect, Other four methods, except for “Point-mode Plan” and “Manually Arming & Disarming Alarm (Remote Arming & Disarming Alarm)”, can all arm & disarm alarm.
2. Arming & disarming alarm through arming & disarming alarm control point
1> Click “Alarm Parameters”, enter the windows as following:

[image: image9.png]By Alarn Paransters Settings

Contraller List

Addres

Narme
2 Controller

Arming and Disarn

o Setting | State License Seting

Mlovable Arming Type

Rapid Aming

Mlovable Disarning Type

Register Cards

Ensble

Dizable =

Marn Paraneter Satting

Aming Delayers
Alam Duration
Control Paint:
Instruction Pt
Output Point

Made of Alarm,

5

10

Sec

Sec

25-Extended Tnput Pointl

36-Extended Output Pointl

[3TExtended Output Foint2

Defanlt Open





2> Choose the controller which needs arming & disarming alarm on the left side, set “Arming & Disarming Alarm Control Point” as “Extended Input Point 1” (according to customer’s needs).
Click “Save” at the bottom to take the above setting into effect. Click the control point, you can arm and disarm alarm. 

3. Arming & disarming alarm by cards (no need to enroll the card in card registration centre). 
1> Click “Fast Arming & Disarming Alarm Setting” and enter the dialog as following.

  2> Choose the controller which needs arming alarm at the left side, click “Add” button at lower right corner to add cards for arming alarm.
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In the above dialog, set Area No. and Card No. of arming card, and set “Arming Alarm Valid” as “Valid” (if use this card as disarming alarm at the same time, set “Disarming Alarm Valid” as “Valid” also). Click “Save” to ensure the above setting take effect. 
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 (More arming alarm cards can be added at the same way as above; but the maximum card quantity is six.)

3> Arming alarm can be conducted by arming alarm card reading. 

4> If users want to separately use arming alarm card or disarming alarm card, they should take 2 cards – one for arming alarm, the other for disarming alarm.
4. Arming & disarming alarm by password. 
1> Click “Operation Parameters” and enter the dialog as following:
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   2> Click “Disarming Alarm Password” at upper right:
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Change the “Eight-digit Password” (default “00000000”) into the password for arming alarm. Set “Password Valid or Not” as “Valid”, “Arming Alarm Valid” as “Valid” (if use this password as disarming alarm at the same time, set “Disarming Alarm Valid” as “Valid” also). Click “Save” to ensure the above setting take effect. 
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   (More arming alarm password can be added with same method as above setting). 

4> To arm alarm, just need to enter “pppppppp#” on the keyboard (pppppppp is the arming alarm which is set on the former step)

 (Notice: If “Disarming Alarm Valid” has been set as “Valid” in the above setting, entering “pppppppp#” can disarm the alarm during arming alarming status; and can arm the alarm during disarming alarm status. 
5. Point Status Plan (Automatic Arming Alarm)
1> Click “Point Status Plan” button and enter “Point Status Plan Group” dialog. 
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2> Choose the controller which needs arming alarm at the left side, double click the empty space at the right side to add plan group for automatic arming alarm.
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In the above dialog, set “Point Valid” as “Valid”, “State Time” as the time you want the alarm automatically armed, “Point Status” as “Arming Alarm”, and then choose the multi-select dialog of “Normal Date Group” (or Special Date Group, Temporary Date Group). 
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In the above picture, we set automatic arming alarm on 10:50AM from Monday to Sunday.

3> Click “Save” to take the above setting into effect. 

4> Every morning at 10:50AM, systems will arm the alarm automatically.
[image: image18.png]By Sevup Point State Plan Grow

- Contraller List
Address Narme Point TnfornatidSetting Infornation Te[Ta]Holidey
2 Controlier2 ane [Mir |Valid [Start Ti[Stats [Parsizts|T1 |12 |51 ]52]sa]50
1ed Tput F 25 | Bnsble | 00:00 | Disarm Default

% Close®





6. Manual Arming Alarm.

  1> Click “Alarm Mode” button and enter the dialog as following:
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2> Choose the controller which needs arming alarm at the left side, click “Arming Alarm” at the right side, and “Save” button, the controller will be in status of arming alarm immediately. (Disarming alarm operation is same as arming alarm. Choose option “Disarming Alarm”.)
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Multi-functional Alarm Access Control Systems

I. Brief Introduction.
II.Basic Functions.

1)  4 kinds of defense zones

· Emergency defense zone (24-hour defense area): valid in both arming & disarming alarm, and will trigger prompt alarm. Used for defense areas of smoke detecting, fire alarm and etc.

· Instant defense zone (perimeter defense zone): valid immediately after arming alarm, and invalid after disarming alarm.

· Time-delay defense zone: valid 0-255 seconds delay after arming alarm; invalid after disarming alarm.
· Button defense zone: block internal linkage and external linkage when alarm armed. Exit and entrance button buttons are invalid. If someone open doors with entrance button, the door is still locked and systems will alarm. 
2) 3 modes of arming and disarming alarm

· Entire arming alarm

· Rear arming alarm (Rear arming alarm mode at night)
· Entire disarming alarm

3) 5 methods of arming alarm 

· Fast arming alarm *2#
· Arming alarm card
· Arming alarm password
· Point status plan arming alarm
· Manual remote arming alarm
4) 6 methods of disarming alarm

· Valid door-open card
· Disarming alarm card 
· Disarming alarm password
· Disarming alarm password under duress
· Preset time group disarming alarm
· Remote disarming alarm
5)  Bypass defense zone                                   

After arming alarm, in the manual alarm mode, choose the controller at the left side, click Bypass, and choose the points that needs to set bypass into the right side, and save the settings.
After the above setting, the area will be invalid. Conducting disarming alarm can recover all the bypass area.
6) Alarm bells output
· Start-up when alarm; disconnecting when alarm recovered.
· Can raise the alarm to scare burglars.
7) Disarming alarm output: start-up when arming alarm, and disconnecting when disarming alarm.

8) 5 kinds of user emergency alarm: can directly press keys of the keyboard, instead of extra emergency button, to raise the emergency alarm/ fire alarm with or without sound, and can cancel it via programming.
· Fire alarm report: *3#   With definition of alarm signal output, to drive the alarm scene and raise the alarm. 
· Burglar Alarm Report *4#   With definition of alarm signal output, to drive the alarm scene and raise the alarm. 
· Health care alarm report *5#   With definition of alarm signal output, to drive the alarm scene and raise the alarm.

· User alarm report  *6#  No alarm raised. 

· Alarm report under duress  *7#  No alarm raised.

III. User Instruction Guide.
All the operation via keyboard (press-key time) cannot exceed 10 seconds.
In the status of arming alarm and rear arming alarm, invalidate user access control card, super password, management operation and exit button. If someone press the exit button, the door will not open and systems will raise the alarm.
· 1. Arming Alarm
Execute arming alarm when all the defense areas are ready. After appointed arming alarm delay time, systems will officially enter arming alarm status. People can leave the room within delay time. 
4 methods:
i. Input “* + 2 + #” 
Use fast arming alarm to reduce operation.

ii. Input “user password (eight-digit numbers) + #”

The user password must have privileges of arming and disarming alarm. It can arm the alarm in disarming alarm status, and disarm the alarm in arming alarm status.
iii. Arming alarm with cards.
The card must have privileges of arming alarm.
· Rear arming alarm
All defense zone should be ready (without touching the defense zone). The internal defense area will be automatically by-pass; other defense zone will run as other out defense zone. After appointed arming alarm delay time, systems will officially enter rear arming alarm status.
2 Methods:
1) After arming alarm, choose the points which need to be set in “rear arming alarm” of Alarm Manual Mode, and click Save.
2)  Swiping rear arming alarm card.
The card should have rear arming alarm privileges.

· Disarming Alarm
After arming alarm, conduct this operation if need to disarm the alarm or cancel alarm. Disarming the alarm can recover all bypass defense zone. 
3 Methods:
1) Input “user password (eight-digit numbers) + #”

The user password must have privileges of arming and disarming alarm. It can arm the alarm in disarming alarm status, and disarm the alarm in arming alarm status.

2) Set disarming-alarm control points. 
3) Swiping disarming alarm card.
The card should have disarming alarm privileges.
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